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Safety precautions

Safety precautions
The DSL modem alpha DSL WTM HS complies with the European norm EN60950 ðsafety 
of information technology equipment. The safe construction makes sure that persons or 
objects are not endangered. 

¸ Do not open the unit, only permit repairs by authorised specialists!
¸ Do not use or install your unit in rooms with explosive material!
¸ Do not touch the device terminals with metallic or sharp objects!
¸ The connection cables of the unit may only be plugged into the 
 designated sockets!
¸ In case the unit is damaged, it may not be put into operation, there is 

an immediate danger to life because of an electric shock. In case the 
power supply unit is damaged, you should first remove the fuse of the 
respective electric circuit in order to be able to remove the power 

 supply unit without danger and replace it by another unit, if necessary!
¸ Protect the unit from heat sources and direct sunlight!
¸ Protect the unit from dust, humidity, aggressive liquids and steam!
¸ The unit may only be connected to approved accessories!
¸ The unit should only be passed on to a third party including complete 

operating instructions!
¸ When the DSL modem alpha DSL WTM HS has reached the end of its 

service life, it has to be disposed of in an environmentally friendly 
manner!

Warning!
 This is a device of class A. These device can cause radio interferences in living 

area; in that case by operator can require correct things to do.
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alpha DSL WTM HS

alpha DSL WTM HS

LEDs:
1 DSL  LED for the condition of the DSL connection 
2 Pwr.  LED for the power supply extern
3 PoE  LED for the power supply Power over Ethernet (PoE)

Version see type plate:
¸ version alpha DSL WTM HS A for ITUG.992.1 Annex A
¸ version alpha DSL WTM HS B for ITUG.992.1 Annex B (G.dmt 1TR112 (UR2))

Checking the content of the package
Delivery scope:
¸ DSL modem alpha DSL WTM HS with power connector
¸ 4 rubber feets
¸ instructions for use
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Connection

Connecting the alpha DSL WTM HS
In the following picture you can see how you have to cable the alpha DSL WTM HS:

1. Connect LAN socket at alpha DSL WTM HS as well as LAN socket at PC (network 
card/ optionally switch / hub) or router with first RJ45 patch cable.

2. Connect splitter as well as alpha DSL WTM HS with second RJ45 patch cable
  (unshielded cable useable).
3. Connect power supply cable to power connector and then plug in to alpha DSL 

WTM HS.

Note:
 The power supply also can made means PoE (Power over Ethernet) via the LAN 

connection. 
 Are both power supplies active, the external power supply via Power is dominant to 

PoE (Power over Ethernet).
 If one power supply failed, the second power supply guarantee the energy supply 

of the unit (power supply redundance). 
 Deviation from given voltage can lead to the destruction of the alpha DSL WTM 

HS.
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Connection

Connecting sockets
The alpha DSL WTM HS has the following connecting sockets:

1. DSL connecting socket RJ45 for the connection to the DSL splitter
 Assignment of the DSL connecting socket 
  

Contact PIN Assigned with

1,2,3 not used

4 DSL signal

5 DSL signal

6,7,8 not used
















