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Safety precautions

Safety precautions
The ADSL modem complies with the European norm EN60950 ð safety of information 
technology equipment. 

¸ Do not use or install your unit in rooms with explosive material!
¸ Do not touch the device terminals with metallic or sharp objects!
¸ The connection cables of the unit may only be plugged into the 

designated sockets!
¸ Never install the unit during a thunderstorm!
¸ Protect the unit from heat sources and direct sunlight!
¸ Protect the unit from dust, humidity, aggressive liquids and steam!
¸ The unit may only be connected to approved accessories!
¸ The unit should only be passed on to a third party including complete 

operating instructions!
¸ When the ADSL modem has reached the end of its service life, it has 

to be disposed of in an environmentally friendly manner!



2 3

alpha DSL WTM PC

alpha DSL WTM PC

LEDs:
1 DSL LED for the condition of the DSL connection
2 Power LED for the operating condition of the modem
3 LAN LED for the condition of the LAN connection

Connections:
4 DSL DSL input for the connection to the splitter
5 USB / LED USB connections / connection for external LED for DSL signalling
6 LAN standard Ethernet connection for PC or network devices
7 PCI PCI connector according to PC/104-Plus specification
8 ISA 8 bit and 16 bit-ISA connector according to PC/104 specification
9  Connection for internal voltage supply 
  (only at version alpha DSL WTM PC AD and alpha DSL WTM PC BD)

Version with power supply PCB see type plate:
¸ version alpha DSL WTM PC AD for ITUG.992.1 Annex A
¸ version alpha DSL WTM PC BD for ITUG.992.1 Annex B (G.dmt 1TR112 (UR2))

Version without power supply PCB:
¸ version alpha DSL WTM PC A for ITUG.992.1 Annex A
¸ version alpha DSL WTM PC B for ITUG.992.1 Annex B (G.dmt 1TR112 (UR2))

Checking the content of the package
Scope of delivery:
¸ DSL modem alpha DSL WTM PC 
¸ power supply PCB and 3-core connecting wire (depending on version)
¸ DSL adapter cable (RJ45 socket on 2-pole connector)
¸ LAN adapter cable (RJ45 socket on 10-pole connector)
¸ LED (LED at 6-pole connector)
¸ instructions for use
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alpha DSL WTM LP

alpha DSL WTM LP

LEDs:
1 DSL LED for the condition of the DSL connection
2 Power LED for the operating condition of the modem
3 LAN LED for the condition of the LAN connection

Connections:
4 DSL DSL input for the connection to the splitter
5 USB / LED USB connection / connection for external LED for DSL signalling
6 LAN standard Ethernet connection for PC or network devices
7  input internal power supply at DSL modem
8  output internal power supply to DSL modem
9  input external power supply at power supply PCB

Version with power supply PCB see type plate:
¸ version alpha DSL WTM LP AD for ITUG.992.1 Annex A
¸ version alpha DSL WTM LP BD for ITUG.992.1 Annex B (G.dmt 1TR112 (UR2))

Version without power supply PCB:
¸ version alpha DSL WTM LP A for ITUG.992.1 Annex A
¸ version alpha DSL WTM LP B for ITUG.992.1 Annex B (G.dmt 1TR112 (UR2))

Checking the content of the package
Scope of delivery:
¸ DSL modem alpha DSL WTM LP 
¸ power supply PCB and 3-core connecting wire (depending on version)
¸ DSL adapter cable (RJ45 socket on 2-pole connector)
¸ LAN adapter cable (RJ45 socket on 10-pole connector)
¸ LED (LED at 6-pole connector)
¸ 2-core power supply line
¸ instructions for use
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