Instructions for use
UMTS modem
alpha® UMTS WTM 3 EG
alpha® UMTS WTM 3 PC
alphaE UMTS WTM 3 LP




Safety precautions

Safety precautions

The alpha UMTS WTM 3 complies with the European norm EN60950 & safety of
information technology equipment. The safe construction ensures that no persons or
objects are endangered.

Do not open the alpha UMTS WTM 3 EG yourself, only permit repairs
by authorised specialists!

Do not use or install your unit in rooms with explosive material!

Do not touch the device terminals with metallic or sharp objects!
When putting the unit into operation, the LAN plug is to be

plugged in after mounting and as last step, the connection to the

230 V main voltage is established!

The first step when ending operation is to disconnect the 230 V main
voltage and then to remove the plug of the LAN connection cord from
the socket!

The connection cables of the unit may only be plugged into the
designated sockets!

In case the unit is damaged, it may not be put into operation, there is
an immediate danger to life because of an electric shock. In case the
power supply unit is damaged, you should first remove the fuse of
the respective electric circuit in order to be able to remove the power
supply unit without danger and replace it by another unit, if necessary!
Never install the unit during a thunderstorm!

Protect the unit from heat sources and direct sunlight!

Protect the unit from aggressive liquids and steam!

The unit may only be connected with approved accessories!

When cleaning the alpha UMTS WTM 3 EG with an antistatic or with a
soft, slightly moistened cloth, make sure that it is disconnected from
the main voltage 230 V!

The unit should only be passed on to a third party including complete
operating instructions!

When the unit has reached the end of its service life, it has to be
disposed of in an environmentally friendly manner!






























































































